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Annexure- ‘B’ 

S. 
No. 

Description of Work Quantity Unit Rate per unit 
to be quoted 

by Contractor 

Vat Amount 
Rs. 

1. Exterior Emulsion: External water-based exterior 
wall finish using modified acrylic formulation high 
performance, long-lasting exterior paint specially 
formulated to withstand extreme tropical conditions 
of high rainfall, humidity and heat .Provides 
excellent resistance against the growth of algae and 
fungi on the walls, offers a high degree of 
protection against alkali and UV degradation also. 
Technical Data 
Coverage : The coverage on smooth plastered  
surface with the recommended application 
procedure is: 
        One Coat: 90-120 sq ft/ltr 
        Two Coat: 50-75 sq ft/ltr 
 Drying Time: Surface Drying Time: 30 min-

1hr 
 Gloss Level: Rich seen 
 Flash Point:  Emulsion is a water-based paint 

and not flammable 
 Shelf Life: 5 years. 

Make: 
Berger/Asian/Nerolac/Shalimar/Indigo 

 
 
 

35 

 
 
 
 
 

20 ltr 
Bucket 

   

2. Interior Emulsion: Interior Emulsion is an acrylic 
emulsion paint that offers excellent smoothness to 
touch and an elegant rich finish it is also very 
durable, and lasts about 1 to 2 years more than 
distemper. Interior Emulsion has high opacity, low 
particle size distribution, very smooth surface finish  
and high coverage. 
Technical Data 
Coverage: The coverage on smooth primed plasterd 
surface with the recommended application 
procedure is: 
        One Coat: 100-150 sq ft/ltr 
        Two Coat: 75-100 sq ft/ltr 
 Drying Time: Surface Drying time -30 minutes 
 Gloss Level: Matt 
 Flash Point: Interior Emulsion is a water-based 

paint and not flammable  
 Shelf Life: 2 years.  

Make: 
Berger/Asian/Nerolac/Shalimar/Indigo 

 
 
 
 
 
 
 

165 

 
 
 
 
 
 
 

20ltr 
Bucket 

   

3. Enamel Paint Series:  Enamel is a Solvent-based 
Premium Glossy finish coating, suitable for wood, 
metal or wall applications. Enamel is a unique 
solvent based enamel which imparts a shiny new 
look to surfaces painted with high finish, forms a 
tough film that is extremely resistant to stains water 
thereby. Serves as protective armour around the 
painted surface.   
Technical Data 
Coverage: The coverage on smooth primed Mild 
Steel Surface with the recommended application 
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NOTE:- 

1- The rates should be quoted on Door Delivery (F.O.R., V.M.O.U., Kota) Basis. 
2- The Rates should be valid for six months from the date of award of rate contract/ 

work order. 
 
 

Registrar 
 
Date :-    

Authorized Signatory 
Seal of the firm 

procedure is: 
       One Coat: 170-240 sq ft/ltr 
       Two Coat: 90-130 sq ft/ltr 
 Drying Time: Surface Drying Time: 2-3hr 
 Gloss Level: 75-85 on tin plate at 20°GH. 
 Flash Point: Paints Enamel is a Solvent-based 

paint and High flammable. 
 Shelf Life: 2 years. 

Make: 
Berger/Asian/Nerolac/Shalimar/Indigo 

 
25 

 
20 ltr 

Bucket 

4. Exterior Primer: Exterior wall Primer is a water-
based wall coating. Suitable for application on 
exteriors as an undercoat to exterior emulsions. 
Exterior wall Primer has good opacity and 
whiteness, which helps improve the appearance of 
the emulsion topcoats. Exterior wall Primer does 
not chalk and can be applied on freshly plastered 
surfaces that are adequately cured. 
Technical Data 
Coverage: The coverage on smooth primed 
masonry surface with the recommended application 
procedure is: 
        One  Coat 120-150 sq ft/ltr 
 Drying Time: Surface Drying Time: 30min -

1hr 
 Gloss Level: NA 
 Flash Point: Exterior Wall Primer is a water-

based paint and not flammable 
 Shelf Life: 2 years.  

Make: 
Berger/Asian/Nerolac/Shalimar/Indigo 

180 20 ltr 
Bucket    

5. Cement Based putty bags:- Supply of Cement 
based putty bag. 
 Make : Birla/J.K/ Nerolac/Indigo 

60  Bag of 
40 kg    

6. Turpentine oil 300 Per litre    


